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Introduction

The v1.0.53 ezMaster is the final version of version 1 ezMaster. The version will be provided
the newly functions to enhance the application on management of multi-accounts and

Hotspot 2.0 beta, as well as to fix bugs.



This version has been supported the following new functions,

1.

Account Management Enhancement

A) Add Idle Timeout mechanism: Default is 5 mins; Max. is 60 mins.
B) Add Online User List: Admin can review the online users via the list.
C) Export Online user list as a CSV file.

. Hotspot 2.0 Beta

A) Enable the function to proceed the hotspot 2.0 service with ISP/WISP.

Enable / Disable 802.11ax wireless mode under 2.4GHz

WPA3 Configuration

Device List Refresh

A) Default is disabled. Admin can select the update interval as manually, 5 mins,
10mins, 15mins, 20mins, and 30mins.

B) The option can be found at system section under Global setting.

New Added countries

A) Kazakhstan

B) Latvia

C) Estonia

D) Lithuania

E) North Macedonia



To ensure compliance with ezMaster v1.0.53 on new functions including WPA3, Hotspot 2.0
and Enable/Disable 11ax under 2.4GHz radio, the Access Point f/w should be upgraded to
the v3.7.0 or the later version. The legacy models will not be supported the new function.

——————— Worked with v1.0.53, FW version should be upgrade to v3.7.0 or the later version. -----
Indoor
EWS330AP
EWS355AP
EWS357AP (v1/v2/v3)
EWS377AP (v1/v2)
EWS385AP
EWS550AP
EAP1250
EAP1300(EXT)

Outdoor
ENS500-ACv2
ENS500EXT-ACv2
EnStation5-ACv2
EnStationACv2
ENS620EXT
ENH1350EXT

Switches
EWS2908P
EWS2910P(v2)
EWS5912FP
EWS7928P
EWS1200-28TFP
EWS7952P
EWS7952FP
ECS1008P
ECS1112FP
ECS1528FP
ECS1552FP



The following devices can be compatible with v1.0.53, but not supporting new functions.
EWS300AP
EWS310AP
EWS350AP
EWS360AP
EWS370AP
EWS371AP
EWS500AP
EWS510AP
EWS511AP
EAP1750H
EAP2200
ENSS500-AC
ENS500EXT-AC
EnStation5-AC
EnStationAC
ENS610EXT-NVK
ENH1750EXT
EWS650AP
EWS660AP
EWS860AP
EWS870AP
EWS871AP
ENS202EXTv2



Upgrade Information

Please assure to use the v1.0.48 to upgrade your ezMaster to v1.0.53.

Limitation
N/A

Fixed bugs

Option of Kbps at the 2" SSID: The option can be found in drop down list of Mbps/Kbps
options.

OCU Failed on EAP1300(EXT), ENS620EXT, ENS500-ACv2, EnStationACv2, and
EnStation5-ACv2.

Active Client list can not be displayed properly when hostname of users’ server has
unknow characters.

Known Issues
N/A
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Features and specifications subject to change without notice. Trademarks and registered trademarks are the property of their respective owners. These limits are designed to providZ
reasonable protection against harmful interference in a residential installation. This equipment generates, uses, and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications. Operation of this equipment in a residential area is likely to cause harmful interference in
which case the user will be required to correct the interference at his/her own expense. Prior to installing any surveillance equipment, it is your responsibility to ensure the installation

is in compliance with local, state and federal video and audio surveillance and privacy laws.



